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General

Body repairing is a very specialised trade and under
no circumstances should repairs be contemplated by
an inexperienced person. This Section has been
written to assist the specialist.

Before attempting to carry out any work on the
body, time will be well spent estimating the extent of
the damage and the section(s) requiring renewal.
When estimating, reference to all the illustrations in
this Section and to the Parts List, (Publication T.S.D.

Chapter S

Section S8
ACCIDENT REPAIRS

2201) will be necessary to ensure that the damaged
portion of the body can be repaired, also to familiarise
oneself with the various parts available.

Usually, the majority of damage can be rectified
without removing major units from the body, how-
ever, if the damage is extensive, the units should be
removed as described in the appropriate Chapter of
this Workshop Manual, e.g. reference should be made
to Chapter H, Section H2 for removal of the engine
and front sub-frame.

FIG. S77 SUGGESTED BODY MOUNTING FIXTURE
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FIG. S78 BODY MOUNTING POINT DIMENSIONS (4-Door Saloon and Long Wheelbase Cars)
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4} in. (10,80 cm.)
231 in. (6,15 cm.)
1143 in. (28,97 cm.)
125 in. (31,04 cm.)
140 in. (356,60 cm.)—4-Door Saloon
144 in. (365,76 cm.)—Long Wheelbase
Saloon
34 in. £ 55 in. (8,97 cm. + 0,79 mm.)
213 in. & 45 in. (64,93 cm. & 0,79 mm.)
+in. £ 45 in. (3,18 cm. & 0,79 mm.)
178 in. & Hz in. (43,93 cm. £ 0,79 mm.)
32 in. + F5 in. (9,01 cm. &+ 0,79 mm.)
4%in. (10,80 cm.)
14in. (3,18 cm.)
13%;in. (34,256 cm.)
31in. & 1% in. (78,74 cm. & 1,59 mm.)
154 in. &+ $5 in. (39,37 cm. & 6,79 mm.)
38+ in. (97,00 cm.)
19+% in. £+ 55 in. (48,50 cm. 4 0,79 mm.)

S<cgr-=Hon D3

4343 in. £ ¢ in. (110,25 cm. % 1,59 mm.)
214 in. £ 47 in. (65,13 cm. & 0,79 mm.)
453 in + % in. (115,25 cm. 4 1,59 mm.)
224t in. + 5 in. (57,63 cm. £ 0,79 mm.)
384 in. £ {¢ in. (96,84 cm. & 1,569 mm.)
1945 in. £ 4 in. (48,42 cm. + 0,79 mm.)
39in. £ & in. (99,06 cm. & 1,59 mm.)
194 in. & F5 in. (49,53 cm. £ 0,79 mm.)
1845 in. £ 1k in. (47,39 cm. & 1,59 mm.)
373} in. & % in. (96,08 cm. £ 1,59 mm.)
774 in. £+ 4% in. (196,85 cm. £+ 1,59 mm.)
—4-Door Saloon
814 in. £+ % in. (207,01 cm. & 1,59 mm.)
—Long Wheelbase Saloon
2843 in. £ & in. (71,31 cm. 4= 1,59 mm.)
2223 in. + ¢ in. (68,22 cm. &+ 1,59 mm.)
542 in. £+ % in. (14,76 cm. &= 1,59 mm.)
14 in. (3,41 cm.)
16° 40’
4° 40
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FIG. S80 BODY MOUNTING POINT DIMENSIONS

(2-Door Saloon and Convertible Cars)

4} in. (10,80 cm.)
241 in. (6,175 cm.)
1143 in. (28,97 cm.)
1245 in. (31,04 cm.)
140 in, (356,60 cm.)
34fin. £ 45 in. (8,97 cm. & 0,79 mm.)
79m

21% in. & 45 in. (54,93 cm. + 0,79

m. m.)
1%in. £ F5in. (318 cm. £+ 0,7

9 mm.)
1743 in. & 35 in. (43,93 cm. £ 0,79 mm.)
33 in. £+ 45 in. (9,01 cm. &+ 0,79 mm.)

41in. (10,80 cm.)

15in. (3,18 cm.)

133} in. (34,25 cm.)

31in. £+ {5 in. (78,74 cm. + 1,59 mm.)
164 in. £ 45 in. (39,37 cm. + 0,79 mm.)
384 in. (97,00 cm.)

194% in. £+ #5 in. (48,60 cm. 4 0,79 mm.)
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4343 in. &+ ¢ in. (110,25 cm. + 1,69 mm.)
2143 in. & 45 in. (565,13 cm. £+ 0,79 mm.)
45% in. + 4% in. (115,25 cm. £ 1,69 mm)
224 in. £ 45 in. (67,63 cm. &+ 0,79 mm.)
384 in. & ¢ in. (96,84 cm. 4 1,59 mm..)
194 in. £ 45 in. (48,42 cm. &+ 0,79 mm.)
39in. £ & in. (99,06 cm. &+ 1,59 mm.)
194 in. £ 45 in. (49,63 cm. £ 0,79 mm.)
184} in. & {¢ in. (47,39 cm. £ 1,59 mm.)
3721 in. £ 7 in. (96,08 cm. 4+ 1,59 mm.)
774 in. & {¢ in. (196,85 cm. £ 1,59 mm.)
2843 in. + % in. (72,31 cm. £ 1,69 mm.)
223} in. + 7% in. (58,22 cm. £ 1,69 mm.)
543 in. + 5 in. (14,76 cm. £+ 1,59 mm.)
H‘t in. (3,41 cm.)

16° 40

4° 40’
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