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Rolls-Royee Silver Shadow & Bentley T Series

Chaptor M

Distributor—To assemble
Cars prior to Car Serial Number 8742

Reverse the procedure given for dismantling, noting

the following points.

1. Fit the distance collar to the shaft before fitting
the shaft to the distributor body.

2. Ensure that the vacuum advance peg engages
correctly with the vacuum unit spring link.

3. Renew the externally fitted ‘O" ring oil seal,
situated below the body casting,

If facilities are available, check the automatic

advance mechanism to ensure that the performance
curves are within the prescribed limits (see Fig. M14).

Distributor—To dismantie
Cars from Car Serial Number 8742
An exploded view of the distributor is shown in
Figure M13. Before dismantling take care to note the

position of the parts in relation to each other to ensure
correct assembly.
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L. Remove the distributor from the crankcase as
described in Distributor - To remove.

2. Remove the distributor cap, rotor arm and
contact breaker.

3. Unscrew the contact breaker gap adjuster;
remove the adjuster, spring and plastic friction plate,

4. Uncrew and remove the nut, washer and spring
that sccures the contact breaker base plate,

5. Remove the screw securing the contact breaker
base plate carth lead to the contact breaker bearing
plate.

6. Lift off the base plate.

Cars fitted with vacuum retard unit only

7. Remove the two screws securing the vacuum
unit bracket to the distributor; remove the unit and
rubber grommet.

8. Remove the two screws from the contact breaker
bearing plate; lift out the plate,

9. Remove the centrifugal advance springs from
their anchor peints on the cam foot.

10. Unscrew and remove the screw and feit from
the top of the cam; remove the cam,
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FIG. M14 {GNITION ADVANCE CURVES

A Degrees advance 8 Distributor r.p.m.
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€ Centrifugal advance curve

D Vacuum advance curve




