Steel Grease Nipples

All Nipples are of the highest specification and manufactured to BS 1486 or DIN 71412,

STRAIGHT

45" ANGLE

e7° ANGLE

40" ANGLE

Finish - Zinc Plated and passivated

THREAD SIZE: PART NO:
®1/8" BSP H1-2-BP
174" BSP H1-4-BF
®1/4" BSF H1-4-BF
@1/4" UNF H1-4-UF
@5 x 1 H1-6-2-M
ME ¥4 H1-B-Z:M
ME x 1.25 H1-8-3-M
1/8" NPT H1-2-NT
114" BEW H1-4-BY
1/4" NPT H1-4-NT
oii6" BSF H1-5-BF
5/16™ QD (drive in} H1A-5
M5 = 08 H1-5-0.8-M
THREAD SIZE: PART MNO:
118" BEP H2.2-BP
114" BSP HZ-4-BP
174" BSF H2-4-BF
114" UNF HZ-4-UF
18" NPT H2-2-NT
114" BEW H2-4-BW
567 BEW H2-5-BW
&16° LINF H2-5-LIF
5/&" BSF HZ:5-BF
THREAD SIZE: PART NO:
18" NPT HE7-2-NT
1/8" BSP HET-2-BF
147 BSF HE7-4-BF
114" BSP HBT-4-BP
THREAD SIZE: PART NO:
18" BSFP H3-2-BP
114" BSP H3-4-BP
14" BSF H3-4-BF
1/4" UNF H34-LF
118" NPT H3-2-NT
14" BSW H3-4-BW
516" BSF H3-5-BF
516" UNF H3-5-UF
516" BSW H3-5:BW
THREAD SIZE: PART NO:
1/8° BSP H180-2-BP
M1D x 1 H180-10-2-M
M8 % 1.25 H180-8-3-M

THREAD SIZE:

Mo XA

M10 x 1.5

6mm QD (drive in)
Smm OD {drive-in)

SM16" UNF
216" BaW
MG x 0.75
3/8" BSF
38" UNF

1/4" O (drive in)
316" 0D (drive in)
10mm 2D (drive in)

THREAD SIZE:-
MG x 1

ME x 1

ME x1.25
MI0x 1

MIDx 1.5
e x 0,75

38" BSF

38" UNF

gmm OO0 (drive in)
gmm 00D {drive-in)

THREAD SIZE:
5/16" BSF
ME x 1.25

THREAD SIZE:
MG x 1

8 x 1

M8 x 1.25
W10 x 1

M10x 1.5

38" BSF

318" UNF
ME x 1.25

&mm 0D [drive in)
8mm QD (drive in)

& ECTENDED VERSIONS

PART NO:
H1-10-2-M
H1=10-4-0
H1A-G-M
H1A-5-M
H1-5-LIF
H1-5-BW
H1-8-1-M
H1-6-BF
H1-8-UF
H1A-4
H1A-3
HiA-10-M

PART NO:
HZ-6-2-M
HZ-8-2-M
H2-B-3-M
H2-10-2-M
H2-10-4-M
H2-6-1-M
H2-6-BF
H2-8-LF
H2A-6
H2A-8

PART NO:
H&7-5-BF
HE7-8-3-M

PART NO:
H3-6-2-M
H3-8-2-M
H3-g-3-M
H3-10-2-M
H3-10-4-M
H3-6-BF
Ha-6-UF
H3-8-3-M
H3A-6
H3A-8

ARIDENONAL STAES AND MATERIATLS ARE AVAILABLE



